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Cast steel* floating ball valve
150 and 300 lb - Flange RF type

Section drawing Parts list

 N° Parts Material **
 1 Body WCB
 2 Body gasket SS304 + Graphite
 3 Nut  A194-2H
 4 Stud A193-B7
 5 Seat P.T.F.E.
 6 Ball AISI 410
 7 Bonnet WCB
 8 Thrust washer P.T.F.E.
 9 Packing P.T.F.E.
 10 Gland WCB
 11 Retainer Carbon steel
 12 Lever WCB
 13 Limited plate 1015 + Cr
 14 Screw A193-B7
 15 Stem F316

Bore Size A H Weight 
 (in) (mm) (mm) (kg)

Full 1/2 108 75 2,3
 3/4 117 84 2,5
 1 127 90 3,5
 1-1/2 165 127 7,3
 2 178 140 9,8
 2-1/2 190 164 15
 3 203 177 18
 4 229 206 33
 5 356 292 57
 6 394 320 66
 8 457 365 102
 10 533 420 166
Reduced 3/4 x 1/2 117 75 2,7
 1 x 3/4 127 84 3,0
 1-1/2 x 1 165 90 4,3
 2 x 1-1/2 178 127 9,5
 2-1/2 x 2 190 140 12
 3 x 2 203 140 16,5
 4 x 3 229 177 24
 6 x 4 394 206 43
 8 x 6 457 320 85,5
 10 x 8 533 365 132,6

Dimensional datas 
Class 150 lb

Bore Size A H Weight 
 (in) (mm) (mm) (kg)

Full 1/2 140 75 3,5
 3/4 152 84 4,2
 1 165 90 5,8
 1-1/2 191 127 10,5
 2 216 140 14
 2-1/2 241 164 19
 3 283 177 31
 4 305 206 54
 5 381 292 75,5
 6 403 320 90
 8 502 365 151
Reduced 3/4 x 1/2 152 75 4,0
 1 x 3/4 165 84 5,0
 1-1/2 x 1 190 90 7,0
 2 x 1-1/2 216 127 12
 2-1/2 x 2 241 140 17
 3 x 2 283 140 21,5
 4 x 3 305 177 37
 6 x 4 403 206 66
 8 x 6 419 320 127
 10 x 8 457 365 196,5

 
Class 300 lb

* Forged steel model/design : on request.
** Materials are given for guidance only 

and are not contractual.

Forged steel floating ball valve*
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Aimco Term 15, quai Tilsitt - 69002 Lyon - France 
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